


Changing Screens

Tools needed: 7/16” wrench, 1/8“ allen wrench

1. Take off clamp that holds clamp to applicator with 7/16” wrench.
2. Take off swiper by using 1/8“ allen wrench from agitator arm.
3. Take off current screen on agitator arm and replace with desired screen. (color side down)
4. When changing the screens, be sure to place the 5 hole plate below the screen (see figure A). If not using the 
5 hole plate, you must insert the metal spacer ring (see figure B). The brush needs to rotate on the screen 
surface to keep it clean and keep the powder moving.
5. Replace swiper on agitator arm and hand tighten allen screw just enough to hold swiper (do not over tighten). 
6. Replace cone and clamp and tighten securely.

Figure A Figure B

Brush adjustment may be necessary as brush wears. To adjust the brush, loosen the 4-1/4” motor 
mount bracket bolts with 7/16” wrench. Apply downward pressure on top of the motor until there is 
proper brush contact with the screen. Bristles should lean back slightly when brush rotates.

* To avoid set-up problems associated with long-term storage of dry product in the hopper, empty the hopper
 completely when done treating seed.  If you leave product in hopper for an extended period of time there may be 
product settling causing the applicator to not run, in this case use a stir stick or spatula to loosen up dry product 
in hopper before you start treating!
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The following is made in lieu of all warranties, expressed or implied: Changing Times warrants
all material and workmanship on equipment to be free of defects for a period of 12 months from 
the date of shipment. Any part or parts thought to be defective within these 12 months are to
be returned by the customer to Changing Times. Changing Times only obligation shall be to 
repair or replace parts proved to be defective by Changing Times. Changing Times shall not 
be liable for any injury, loss or damage, direct or consequential, arising out of the use of, or the 
inability to use, the applicator. Before using, user shall determine the suitability of the product 
for the intended use, and user assumes all risk and liability. This warranty does not apply to
products altered by users after the point of manufacture. Changing Times policy is to improve
products whenever it is practical to do so. We reserve the right to make changes or 
improvements at any time without incurring any obligation to make such changes on products
sold previously.

Effective Jan. 1, 2015.

Changing Times Applicator Warranty

General Warranty Coverage:
CT Applicator parts are guaranteed for 12 months from the date of shipment.
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